








THE DDD DRIVER

THE DDD DRIVER Specifications

Sensitivity (without crossover)
Impedance (without crossover)

Power Handling (without crossover)
Nominal
Short term

Power Handling

(with 12dB/octave crossover)
Nominal
Short term

Power Handling

(with 12dB/octave crossover)
Nominal
Short term

Dimensions
Height (including diffuser)
Diffuser maximum diameter
Base plate diameter
Mounting hole location diameter

Weight

As part of our process of continually improving our products, we reserve the right to change specifications without nofice:
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Titanium Cone

88.5dB for TWaf Tm

4 ohms

20W (120- 21,500 Hz)
40W (120- 21,500 Hz)

60W (160 - 21,500 Hz)
100W (160 - 21,500Hz)

90W (260 - 21,500 Hz)
120W (260 - 21,500Hz)

Carbon Cone

88.8dB for TWat Tm

4 ohms

50W (70 — 24,000 Hz)
120W (70 — 24,000 Hz)

100W (160 - 24,000 Hz)
180W (160 - 24,000 Hz)

120W (260 - 24,000 Hz)
200W (260 - 24,000 Hz)

212mm / 8.35"
264mm/ 10.40"
220mm / 8.65"
190mm / 7.50"

6.3kg/13.91b
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