





Adjustable High Frequency Output

High quality jumpers on the crossover

allow the high frequency output level to be
adjusted in 4 steps: -2dB, flat, +2dB and +4dB.
This allows the user to easily compensate for the
variations in the absorption of high frequencies
that occur due to different types of furnishings
and room construction.

Full Range or Satellite Operation

The Troubadour 80 may be operated either as a full
range unit, or as a satellite in conjunction with a sub
woofer. The operating mode is set by jumpers on the
crossover’s top panel. These may be quickly and easy
adjusted. The low frequency roll offs for the two versions
of the loudspeaker in each mode are shown in the table
below:

Mode Titaniumn DDD  Carbon DDD
Full Range 160Hz 80Hz
Satellite 190Hz 160Hz
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THE TROUBADOUR 80 Specifications  With Titanium DDD Driver With Carbon DDD Driver
Impedance 2.8ohms at 1,500Hz 2.8ohms at 1,500Hz
Frequency Response
With crossover 160/190Hz — 21,500 Hz 80/160Hz- 24,000 Hz
Lower frequency limit depends on crossover settings
Without crossover 120 -21,500Hz 70 — 24,000Hz
Maximum input power 40W Maximum input power 60 W

Power Handling
With crossover

Nominal 120W 160W
Short term 160W 200W
Without crossover
Nominal 60W 100W
Short term 80W 120W
Amplification required Minimum 80W/4 ohms
High frequency adjustment -2dB, flat, +2dB and +4dB centred at 8,000 Hz
Low frequency adjustment 160, 170, 180 and 190Hz 80 and 160Hz
Sensitivity 87.0dB for TW at Tm 87.6dB for TW at Tm
Operating principle Full range satellite speaker with 360° surround radiation
using the DDD Bending Wave Converter.
Input connectors 1 set of binding posts
Drivers 2 x Titanium DDD drivers 2 x Carbon DDD drivers
Dimensions
Speaker 594 mm high x 260mm diameter
23.4" high x 10.2" diameter
Crossover 270mm W x 173mm H x 230mm D
10.60" W x 6.80" H x 9.05" D
Weight
Speaker 16.3kg, 35.81bs
Crossover 4.4kg, 9.71bs
Warranty 5 years

As part of our process of continually improving our products, we reserve the right to change specifications without notice.



