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HIGH END TECHNOLOGY

Low Resonance Cabinets

Resonances in a loudspeaker cabinet can seriously
degrade the sound quality by obscuring detail. To
preventthis, the Unlimited MKII's cabinets are constructed
from heavy panels of MDF, with re-enforcements fitted to
critical points within the structure.

As a further anfi-resonance measure, a special damping
material called Hawaphon is applied to the inside of each
panel. This adds mass to the panel to reduce the resonant
frequency and its special internal structure very effectively
converts vibration energy into heat. Hawaphon achieves a
broadband attenuation of structure-bome sound of more than
50dB; a remarkably high figure. In addition, the special acoustic
vinyl material used on the outside of the cabinet provides a further
reduction in vibration of up to 17dB.

Finally, to damp resonances of the air within the cabinet, the whole of
the inside of the cabinet is lined with a thick layer of high-density felt.

Designed for a Lifetime of Listening Pleasure

We use the same quality of parts in the Unlimited MK Il as in our reference
products, where we design for a minimum life expectancy of 25 years. For
this reason we have selected highly corrosion resistant V4 grade stainless
steel for the DDD driver support pillars, terminal mounting plates and all the
screws. We apply the same meticulous care and attention to the manufacture
and testing of the Unlimited MK Il as we do with all of our other products After
assembly, the performance of each loudspeaker is measured. Then it is burnt
in for at least 12 hours and measured again. Finally, we carefully match the
loudspeakers in each pair.
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